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Applicable
• In public and residential buildings, where vintage looks from both 

inside and outside are required
• In heated, inhabited rooms
• In roof pitch range of 15°-90°
• Suitable on all common roofings with proper flashing

Tel: 01752 917497
info@summitskylights.co.uk
www.summitskylights.co.uk

TECH SPEC SHEET

Blackout Roller Awning Roller shutter

DUA MIA SSRRHA

SFF 
VINT

FFP 
VINT

UFX 
VINT

MEASURES

CODE NOMINAL SIZE FRAME EXTERNAL SIZE PANE SIZE VISIBLE GLASS

Width Height Width Height Width Height Effective Light Area m2

C2A 55x78 55 77,8 39,8 64,9 37,3 59 0,22

C4A 55x98 55 97,8 39,8 84,9 37,3 79 0,295

F6A 66x118 66 117,8 50,8 104,9 48,3 99 0,478

M4A 78x98 78 97,8 62,8 84,9 60,3 79 0,476

M6A 78x118 78 117,8 62,8 104,9 60,3 99 0,597

M8A 78x140 78 139,8 62,8 126,9 60,3 121 0,729

Features
• Centre pivot wooden roof window
• Vintage design with black cladding elements and glazing bar
• Ventilation valve
• Toughened outer glass
• Elegant bottom handle
• Two passive ventilation positions via handle
• Double gasket system between frame and sash
• Double Low-e coating
• Easy installation
• 10 year guarantee

Material / Wood and Finishing
• Kiln-dried laminated pine wood
• Timber from FSC certified forests
• Fungicide protection
• Water based lacquer

Cover Parts
• Aluminium, powder coated, black (RAL 9005)

Handle
• Ergonomically designed moulded zinc handle, powder coated

Hinge
• Pivot hinge

Pane
Construction
Thickness of glazing (mm)
Low E
Gas
Toughened
Ug (W/m2K)
Total solar energy transmittance

Window
Ug (W/m2K)
Water tightness
Air permeability
Resistance to wind load
Sound reduction

4-16-4H
24
••
Argon
•
1.0
0.55

1.3
E1350
Class 4
Class C4
32 (-1;-5) dB

Universal vintage
Suitable for high profiled tiles 
and profiled materials between 
16 -120mm

Plain tile
For installation into plain tiles, 
max. overlapped thickness is 
28 mm (2x14 mm), max. length 
is 340 mm. Suitable for a roof 
pitch range of 25° - 90°.

Flush flashing for slate
For 40 mm recessed 
installation into slates and flat 
roofing, up to 8 mm (max 
overall thickness is 16 mm)

Flashing range for different roofing materials

Blind range


